
RCPX ~ Riduzione manuale piana con guarnizione

CODICE D1 D2 I

RCPX  100  80  S 100 80 1.5

RCPX  125  80  S 125 80 1.5

RCPX  125  100  S 125 100 1.5

RCPX  160  80  S 160 80 1.5

RCPX  160  100  S 160 100 1.5

RCPX  160  125  S 160 125 1.5

RCPX  200  80  S 200 80 1.5

RCPX  200  100  S 200 100 1.5

RCPX  200  125  S 200 125 1.5

RCPX  200  160  S 200 160 1.5

RCPX  250  80  S 250 80 1.5

RCPX  250  100  S 250 100 1.5

RCPX  250  125  S 250 125 1.5

RCPX  250  160  S 250 160 1.5



CODICE D1 D2 I

RCPX  250  200  S 250 200 1.5

RCPX  315  80  S 315 80 1.5

RCPX  315  100  S 315 100 1.5

RCPX  315  125  S 315 125 1.5

RCPX  315  160  S 315 160 1.5

RCPX  315  200  S 315 200 1.5

RCPX  315  250  S 315 250 1.5

RCPX  355  80  S 355 80 1.5

RCPX  355  100  S 355 100 1.5

RCPX  355  125  S 355 125 1.5

RCPX  355  160  S 355 160 1.5

RCPX  355  200  S 355 200 1.5

RCPX  355  250  S 355 250 1.5

RCPX  355  315  S 355 315 1.5

RCPX  400  80  S 400 80 1.8

RCPX  400  100  S 400 100 1.8

RCPX  400  125  S 400 125 1.8

RCPX  400  160  S 400 160 1.8

RCPX  400  200  S 400 200 1.8

RCPX  400  250  S 400 250 1.8

RCPX  400  315  S 400 315 1.8

RCPX  400  355  S 400 355 1.8

RCPX  450  80  S 450 80 1.8

RCPX  450  100  S 450 100 1.8

RCPX  450  125  S 450 125 1.8



CODICE D1 D2 I

RCPX  450  160  S 450 160 1.8

RCPX  450  200  S 450 200 1.8

RCPX  450  250  S 450 250 1.8

RCPX  450  315  S 450 315 1.8

RCPX  450  355  S 450 355 1.8

RCPX  450  400  S 450 400 1.8

RCPX  500  80  S 500 80 2.1

RCPX  500  100  S 500 100 2.1

RCPX  500  125  S 500 125 2.1

RCPX  500  160  S 500 160 2.1

RCPX  500  200  S 500 200 2.1

RCPX  500  250  S 500 250 2.1

RCPX  500  315  S 500 315 2.1

RCPX  500  355  S 500 355 2.1

RCPX  500  400  S 500 400 2.1

RCPX  500  450  S 500 400 2.1


